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Listing of Claims 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

1 . (Currently Amended) A process for forming a nonwoven web comprising the 
steps of: 

incorporating into a first po lymeric com p onent a butvlene-propvlene copolymer. 
wherein the units of said copoly mer consist of butvlene and propylene: 

melt spinning multicomponent filaments, said filaments comprising a said first 
polymeric component and a second polymeric component, said first second polymeric 
component having a faster solidification rate than said secend first polymeric 
componen t, ooid oocond polym e ric component containing a butylon e- propylo B O 
copolymer, whoroin the u ni t s of ca i d copolymer consist of butyleno and propylo ae; 

drawing said multicomponent filaments; 

naturally crimping said multicomponent filaments; and 

thereafter forming said multicomponent filaments into a nonwoven web. 

2. (Currently Amended) A process as defined in claim 1 , wherein said 
first polymeric component comprises polyethylene. 

3. (Original) A process as defined in claim 1, wherein said butylene-propylene 
copolymer comprises a random copolymer containing up to about 20% by weight 
butylene. 

4. (Currently Amended) A process as defined in claim 1, wherein said butylene- 
propylene copolymer is pjesentjQ adee44e said ***** first polymeric component in an 
amount up to about 10 percent by weight. 
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5. (Currently Amended) A process as defined In claim 1. wherein said butylene- 
propylene copolymer Is pjesent in add*44e said second first polymeric component in an 
amount from about 0.5% to about 5% by weight 

6. (Currently Amended) A process as defined in claim 2, wherein said fcst 
second polymeric component comprises polypropylene. 

7. (Currently Amended) A process as defined in claim 2, wherein said fifst 
second polymeric component comprises a material selected from the group consisting 
of nylon, polyester and propylene-ethylene copolymers. 

8. (Currently Amended) A process as defined in claim 1, wherein said eee©«d 
first polymeric component further comprises reclaimed polymers, said reclaimed 
polymers comprising polypropylene, polyethylene or copolymers of propylene and 
ethylene. 

9. (Original) A process as defined in claim 1 , wherein said multicomponent 
filaments have a linear density of less than about 2 denier. 

10. (Currently Amended) A process for forming a nonwoven web comprising the 
steps of: 

incorporating into a first pni Y m«ri c component a h utvtane-p mny^ ne co DQ | vmftr 
wherein the units of said ronnlvmer consist of h utvlene and pro p ylene, said first 
polymeric component fa rther comprising polvethyj enft; 

melt spinning bicomponent filaments, said bicomponent filaments comprising a 
said first polymeric component and a second polymeric component, said first second 
polymeric component comprising polypropylen e ,- raid oocortdyfrmoric oompon c Hl 
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p o m p ricing a mixture of polvothvlono and ^ hntyinnn pm py in n » mpnlymor, wh ere in t he 
units of oaid oopo l ymor conolct o f h t i tylono and propylon u; 

drawing said bicomponent filaments; 

crimping said bicomponent filaments; and 

thereafter forming said bicomponent filaments into a nonwoven web. 

11. (Original) A process as defined in claim 10, wherein said bicomponent 
filaments are crimped by subjecting said filaments to a flow of a gas. 

12. (Currently Amended) A process as defined in claim 10, wherein said 
butylene-propylene copolymer is present in said eece*d first polymeric component in an 
amount from about 0.5% to about 5% by weight. 

13. (Original) A process as defined In claim 12, wherein said butylene-propylene 
copolymer comprises a random copolymer containing about 14% by weight butylene. 

14. (Currently Amended) A process as defined in claim 1 0, wherein said first 
eeeend polymeric component further comprises reclaimed polymers, said reclaimed 
polymers comprising polypropylene, polyethylene or copolymers of propylene and 
ethylene. 

15. (Currently Amended) A process as defined in claim 14, wherein said 
reclaimed polymers are present in said first second polymeric component in an amount 
up to about 20% by weight. 

16. (Original) A process as defined in claim 10, wherein said bicomponent 
filaments have a linear density of less than about 2 denier. 

17. (Original) A process as defined in claim 10, wherein said crimped 
bicomponent filaments contain at least 10 crimps per inch. 
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18. (Previously Presented) A nonwoven web comprising spunbond 
multicomponent crimped filaments, said multlcomponent crimped filaments being made 
from at least a first polymeric component and a second polymeric component, said first 
polymeric component having a faster solidification rate than said second polymeric 
component, said second polymeric component containing a butylene-propylene random 
copolymer, wherein the units of said copolymer consist of butylene and propylene. 

19. (Original) A nonwoven web as defined in claim 18, wherein said second 
polymeric component comprises polyethylene. 

20. (Original) A nonwoven web as defined in claim 19, wherein said butylene- 
propylene random copolymer is present within said second polymeric component in an 
amount up to about 5% by weight. 

21 . (Original) A nonwoven web as defined in claim 20, wherein said first 
polymeric component comprises polypropylene. 

22. (Original) A nonwoven web as defined in claim 21 , wherein said butylene- 
propylene random copolymer contains up to about 20% by weight butylene, 

23. (Original) A nonwoven web as defined in claim 22, wherein said 
multicomponent crimped filaments have a linear density of less than about 2 denier. 

24-27. (Cancelled) 

28. (Previously Presented) A process comprising: 

incorporating into a first polymeric component a butylene-propylene copolymer, 
wherein the units of said copolymer consist of butylene and propylene; 

melt spinning multicomponent filaments from said first polymeric component and 
at least a second polymeric component; 
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drawing said multicomponent filaments; and 

thereafter forming said multicomponent filaments into a nonwoven web wherein 
said butylene-propylene copolymer is present in said web in an amount sufficient to 
increase the strength of said web prior to being thermally bonded. 

29. (Original) A process as defined in claim 28, wherein said butylene-propylene 
copolymer Is added to said first polymeric component in an amount from about 0.5% to 
about 5% by weight. 
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